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TECHNICAL 
CHARACTERISTICS 
- Aluminium alloy construction 
- Smooth operation 
- High efficiency impeller 
- Maintenance free 
- Horizontal installation/positioning
  
OPTIONS 
- Special voltages (IEC 38) 
-  Surface treatments 

- For proper use, the blower should be equipped with inlet filter and safety valve; other accessories available on request. 
- Ambient temperature from -15° to +40°C. 
- Specifications subject to change without notice. 

(1) Noise measured at 1 m distance with inlet and outlet ports piped, in accordance to ISO 3744.
(2) Value is refered to weight of the machine without electric motor. 

 

FPZ S.p.A. 
Via F.lli Cervi 16 
20049 Concorezzo - (MB) - ITALIA
Tel. +39 039 69 09 811 
Fax +39 039 60 41 296 
www.fpz.com 
 

For dimensions, please refer to drw: 
- SSII  22115555  for SCL K04-TD without motor   
-  SSII  22116600  for SCL K04-TD with motor  
- SSII  22114433  for SCL K05/K06-TD without motor   
- SSII  22115500  for SCL K05/K06-TD with motor  

Model 
Maximum 

flow 
m³/h 

Installed 
power 

kW 
Size 

Maximum  
differential pressure

∆p  hPa ( mbar ) 

Noise level 
Lp dB (A) 

 (1) 

Weight 
 (2) 

 50 Hz 60 Hz   50 Hz 60 Hz 50 Hz 60 Hz  
 2900 rpm 3500 rpm   2900 rpm 3500 rpm 2900 rpm 3500 rpm Kg 

1.5 250 175 69.0 71.0 K04-TD 140 169 
2.2 

90 B14 
400 325 70.0 72.0 

20.0 

3.0 100 B14 350 225 72.5 74.5 
4.0 112 B14 325 74.0 76.0 

33.5 K05-TD 215 260 
5.5 132 B14 

475 
425 75.0 77.0 34.0 

5.5 425 275 74.0 76.0 
7.5 425 75.0 77.0 K06-TD 312 377 

9.2 
132 B14 

500 
525 76.0 78.0 

42.5 

 

SCL K04-TD 

SCL K05/K06-TD
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Curves refer to air at 20°C temperature and 1013 mbar (abs) atmospheric pressure measured at inlet port. 
Values for flow, power consumption and temperature rise: +/-10% tolerance. 
Data subject to change without notice. 
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